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Recently, a compact solid-state neutron detector capable of simultaneously detecting thermal and
fast neutrons was proposed �M. Marinelli et al., Appl. Phys. Lett. 89, 143509 �2006��. Its design is
based on a p-type/intrinsic/metal layered structure obtained by Microwave Plasma Chemical Vapor
Deposition �CVD� of homoepitaxial diamond followed by thermal evaporation of an Al contact and
a 6LiF converting layer. Fast neutrons are directly detected in the CVD diamond bulk, since they
have enough energy to produce the 12C�n ,��9Be reaction in diamond. Thermal neutrons are instead
converted into charged particles in the 6LiF layer through the 6Li�n ,��T nuclear reaction. These
charged particles are then detected in the diamond layer. The thickness of the 6LiF converting layer
and the CVD diamond sensing layer affect the counting efficiency and energy resolution of the
detector both for low- �thermal� and high-energy neutrons. An analysis is carried out on the
dynamics of the 6Li�n ,��T and the 12C�n ,��9Be reactions products, and the distribution of the
energy released inside the sensitive layer is calculated. The detector counting efficiency and energy
resolution were accordingly derived as a function of the thickness of the 6LiF and CVD diamond
layers, both for thermal and fast neutrons, thus allowing us to choose the optimum detector design
for any particular application. Comparison with experimental results is also reported. © 2008
American Institute of Physics. �DOI: 10.1063/1.2838208�

I. INTRODUCTION

Neutron detection is obviously a primary issue when
dealing with nuclear reactors, either fusion or fission ones.
The ideal neutron detector should be compact �to allow its
optimal positioning�, fissile-material-free �for security rea-
sons and ease of operation�, and radiation- and temperature-
resistant �to allow operation in harsh environments, such as
in proximity to the reactor core�. In addition, it should be
sensitive to both thermal and fast neutrons. Traditionally
used neutron detectors �fission chambers, gas counters, sili-
con detectors� fail in at least one of these requirements.

Although it is well known that a compact solid-state de-
tector based on an inert and radiation-resistant material can
be realized using very pure diamond,1–5 only very recently
has the fabrication of Chemical Vapor Deposition �CVD�
diamond neutron detectors in a p-type/intrinsic/metal layered
configuration with highly reproducible characteristics been
reported.5,6 �-particle irradiation tests have shown 100%
charge collection efficiency and approximately 1% energy
resolution, while neutron radiation hardness up to at least 2
�1014 n /cm2 fast �14 MeV� neutron fluence was confirmed
to date.

In such devices, fast neutrons are detected directly in the
bulk of the intrinsic diamond layer through the 12C�n ,��9Be
reaction. The produced 9Be+� ions have a total energy

E�+Be=En−5.7 MeV, where En is the energy of the imping-
ing neutron �14.8 MeV in this test�. These ionizing particles
have enough energy to produce a measurable signal even in a
few-�m-thick detector �9.1 MeV in this test�.

Sensitivity to thermal neutrons is achieved by depositing
a 95% enriched 6LiF layer on top of the upper �positively
biased� Al contact. The 6LiF layer acts as a converting ma-
terial from thermal neutron to highly ionizing particles
through the nuclear reaction 6Li�n ,��T. Tritium ions and
�-particles are emitted in opposite directions, so that either
of them, but not both, are detected. Their energies are 2.73
and 2.07 MeV, respectively.

Clearly, the detection process of thermal neutrons is af-
fected by the 6LiF layer thickness: the thicker the 6LiF layer,
the higher the conversion efficiency and the counting rate.
On the other hand, tritium ions and the �-particles lose part
of their energy in the 6LiF layer, so that optimal energy res-
olution calls for thin layers. In the case of fast neutrons,
which are directly detected in the active diamond layer, the
thickness of this latter layer is obviously decisive for the best
counting rate and energy resolution.

In this article, we report on a thorough examination of
the conversion reactions dynamics and the effects of the 6LiF
and CVD diamond layer thickness on the detected energy
distribution. This will allow us to choose, for any given ap-
plication, the best 6LiF and CVD diamond layer thickness ina�Electronic mail: gianluca.verona.rinati@uniroma2.it.
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the trade-off between counting rate and energy resolution for
both fast and thermal neutrons. Comparison with experimen-
tal results is also reported.

II. EXPERIMENTAL

The neutron detectors used in this experiment were fab-
ricated from CVD diamond films, according to the procedure
described below.

As reported in Ref. 5, many of these detectors were re-
alized, all showing very similar detection properties. In par-
ticular, for all of them the pulse height analysis �PHA� spec-
trum measured under 5.5 MeV 241Am �-particle irradiation
showed a single peak corresponding to 100% collection ef-
ficiency and 0.5%–2% energy resolution. No polarization or
other memory effects were observed.

Commercial high-pressure–high-temperature �HPHT� Ib
single-crystal diamonds were used as substrates, having a
square shape with about 3.5 mm side length and approxi-
mately 400 �m thickness. A two-step homoepitaxial CVD
process was used to realize each detector. A-15 �m-thick
boron-doped diamond buffer layer with approximately
5 � cm resistivity was first deposited onto the HPHT sub-
strates, followed by an intrinsic diamond film deposition in
the thickness range 25–100 �m. This second step was made
in a completely separate CVD reactor, in order to avoid un-
intentional boron contamination of the intrinsic layer. After
the intrinsic diamond layer deposition, the diamond surface
was oxidized by thermal annealing in air at 500 °C. The
detectors were then realized using the conductive B-doped
layer as a backing contact, while a 2.5-mm-diam, 100-nm-
thick Al contact is thermally evaporated on the intrinsic
growth surface. This multilayer geometry allows us to sepa-
rate the response of the high-quality intrinsic CVD sensing
layer from the one arising from the HPHT substrate, if any,
with no need to mechanically remove it. The detection signal
only comes from the CVD layer where the electric field is
confined.

Finally, the 6LiF layer is deposited on the Al contact. All
measurements were repeated for three different 6LiF layer
thickness values �0.5, 1.6, and 3.0 �m, respectively�.

Figure 1 shows a sketch of the device. The detector bias
used in the experiments is +5 V /�m, with positive voltage
applied to the Al contact. Negative polarization of the de-
vices always gives rise to useless noisy measurements, due
to a high current from the boron-doped diamond contact.

The charge-sensitive electronic chain was calibrated by
using a 100% collection efficiency Si detector, and the mea-
sured charge was related to the energy detected by diamond
assuming 13.2 eV as the average energy for creating an
electron-hole pair.2

During the neutron detection tests, the devices were con-
nected to an electronic chain composed by an Ortec 142 A
charge preamplifier, a 0.5 �s shaping amplifier, and a mul-
tichannel analyzer. Neutron irradiations were performed at
the Frascati Neutron Generator7 �FNG� with 14.8 MeV neu-
trons produced by the 260 keV deuteron beam impinging on
a tritiated target. Neutrons are produced via the T�d ,n�4He
reaction. Thermal neutrons where obtained by slowing down
the fast neutrons through a cylindrical polymethylmethacry-
late �PMMA� moderator with a radius of 10 cm. The
diamond-LiF detector was placed in a vertical hole located in
the center of the moderator. Due to the relatively small thick-
ness of the moderator, only a fraction of the incident neu-
trons is slowed down. A Monte Carlo neutron transport simu-
lation showed that only about 10% of incident neutrons are
in the thermal range.5

III. RESULTS AND DISCUSSION

In Fig. 2 the PHA spectrum of a diamond detector under
neutron irradiation is reported. In this case, the thinner �about
0.5 �m� 6LiF layer was used. Above the low-energy back-
ground, the two sharp peaks at about 2 and 2.7 MeV are due
to �-particles and tritium ions, respectively. At higher ener-
gies �note the �100 amplified intensity scale on the right�,
the broader peak at about 9.1 MeV is due to the 12C�n ,��9Be
reaction in diamond. Despite the small thickness of the CVD
layer �approximately 25 �m�, the Be+� ion peak is clearly
visible and well separated from the 12C�n ,n��3� continuum
at lower energies.

Since the thermal cross section 6Li�n ,��T is four orders
of magnitude higher than those of the other competing reac-
tions occurring both in lithium and carbon,8 in the spectrum
reported in Fig. 2 the peaks due to thermal neutron detection
are much more intense than those due to fast neutrons, even

FIG. 1. Scheme of the device configuration.

FIG. 2. PHA spectrum under neutron irradiation. In the right side of the
figure, the vertical scale is magnified by a factor 100.
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using a very thin 6LiF layer. Nevertheless, it is clear that the
detector is fully capable of simultaneously detecting thermal
and fast neutrons.

In the following, we will separately discuss the influence
of the 6LiF layer and the CVD diamond active thickness on
the detection of thermal and energetic neutrons.

A. 6LiF layer thickness measure

For a correct evaluation of the device operation, the ex-
act 6LiF layer thickness must be known. Since we have no in
situ characterization of the 6LiF layer thickness during depo-
sition, we have measured it after deposition. To do this, a
collimated beam of 5.5 MeV �-particles was directed onto
the detector, varying the angle � between the beam direction
and the normal to the detector surface. Clearly, the energy
lost by �-particles in the 6LiF layer increases with increasing
� �for a given layer thickness�. The energy of the �-particles,
as measured by the detector, was then calculated as follows.
If the path traveled by 5.5 MeV �-particles in LiF is lower
than approximately 12 �m, the relative Bragg curve can be
well approximated by an exponential function,

−
dE

dx
= AeBx. �1�

The two parameters A and B were derived by the best fit of
Eq. �1� with the Bragg curve of 5.5 MeV �-particles in LiF
as calculated by a standard nuclear simulation program
SRIM.9

The energy of the �-particle after traveling a distance x
in the LiF layer is then obtained by integrating Eq. �1�,

E�x� = E0 −
A

B
�eBx − 1� , �2�

where E0 is the starting energy of the �-particle. By neglect-
ing straggling effects, the energy of the �-particles as mea-
sured by the detector is finally given by

E��� = E0 −
A

B
�eBd/cos � − 1� . �3�

Fitting the measured �-particle energies with this for-
mula allows a precise calculation of the 6LiF-layer thickness.
As an example, in Fig. 3 the energies versus � experimental
data are reported together with the best fit of Eq. �3� for one
of the three 6LiF layers used. In this case, the calculated
thickness is 1.60�0.05 �m, to be compared with the
2.2 �m value simply estimated from the deposition time.
The same procedure applied in the other two cases leads to
3.0�0.1 and 0.45�0.05 �m, respectively.

B. Thermal neutrons

The thickness of the diamond active layer plays no role
as long as it is larger than the penetration depth of 2.73 MeV
tritium ions and 2.07 MeV �-particles �about 21 and
3.7 �m, respectively�. This condition is always fulfilled in
our case and therefore only the 6LiF-layer thickness rules the
conversion efficiency of thermal neutrons into detectable
particles, thus the detector counting efficiency for thermal

neutrons. At the same time, the produced charged particles
lose a small part of their energy in the 6LiF layer, which
produces an energy spread, reducing the energy resolution of
the detector. This energy spread can be calculated as dis-
cussed below and the computed energy resolution can be
compared to the experimental one.

The procedure used to simulate the PHA spectrum of the
detector is as follows. The Bragg curves of 2.07 MeV alphas
and 2.73 MeV tritium ions in LiF were approximated to the
empirical function,

−
dE

dx
=

AeBx

1 + ex−C/D . �4�

The four parameters A, B, C, and D were derived for
either �-particles or tritium ions by the best fit of Eq. �4� to
the Bragg curves as calculated by the nuclear simulation pro-
gram SRIM. Equation �4� is Eq. �1� multiplied by a Fermi
function in order to describe also the cutoff region of the
Bragg distribution, which was not necessary in the preceding
section. Monte Carlo simulation of the released energy spec-
tra was then performed by randomly generating �-particles
or tritium ions inside the 6LiF layer with a homogeneous
distribution of the creation point and isotropic distribution of
emission angle.

In the simulation, the path of �’s and tritons is assumed
to be a straight line. This approximation is certainly valid
close to the generation point of the particles, but the motion
of the particles becomes more complex at low energy, i.e.,
close to the end of the particle path. However, this can affect
only �-particles and tritons stopping very close to the
diamond-LiF separation surface, thus releasing inside dia-
mond only a small fraction of their starting energy. For this
reason, only the very low-energy part of the spectrum, usu-
ally not experimentally accessible due to the presence of
noise and other low-energy reaction, can be affected by the
adopted approximation.

In Fig. 4, the results of the simulations are shown �dotted
lines� and compared with the experimental PHA spectra �full
lines� for the three 6LiF layers used. The only adjustable
parameter in the calculated PHA spectra is the amplitude,

FIG. 3. Energy measured by the detector covered by 1.6-�m-thick 6LiF
�full circle� as a function of the angle of incidence under 241Am �-particle
irradiation. The full line is the best fit used to determine the 6LiF thickness.
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which has been chosen in such a way to have a good corre-
spondence between calculated and experimental �-particle
peak intensity. A very good agreement of simulation and ex-
perimental data is observed in all cases, so that the described
procedure can be reliably used to predict the detector behav-
ior for any 6LiF-layer thickness. The only significant discrep-
ancy is the intensity of the 2.73 MeV tritium ion peak at the
lower 6LiF-layer thickness. The simulated peak is in this
case much narrower �and therefore more intense� because the
broadening produced by the experimental noise and by the
detector in-homogeneities is not taken into account in the
simulation. Indeed, in this case the total number of counts
�i.e., the area� below this peak is equal for the simulation and
the experimental spectrum. We notice that although both the
2.73 MeV tritium ions and 2.07 MeV �-particles peaks ob-
viously exhibit a broadening with increasing 6LiF-layer
thickness, such a broadening is much more evident in the
case of the �-particles peak. In fact, the stopping power of
6LiF for 2.07 MeV �-particles is much higher than for 2.73
MeV tritium ions. The energy spread of the �-particles
reaching the detection layer is therefore higher and rapidly
increasing with the 6LiF-layer thickness. In practice, a well-
defined peak is only observed for the 0.45 �m thickness.

From the PHA simulations, we can predict the full width
at half-maximum �FWHM� versus LiF-layer thickness
curves shown in Fig. 5 for both the �-particles and the tri-
tium ion peaks. While the tritium ion peaks maintain some

energy resolution up to thicknesses in the range of several
micrometers, in the case of �-particles, submicrometer thick-
ness is mandatory to have a real peak.

When the detector is used as a neutron counter, an en-
ergy threshold, above which the signal is considered as a
result of the detection of a thermal neutron, must be set. We
have simulated the counting sensitivity of the detector �i.e.,
counts per incident neutrons� as a function of 6LiF-layer
thickness. A thermal cross-section value of 950 b for the
�n ,�� reaction in 6Li was adopted in the calculation. The
results are shown in Fig. 6�a� for three different choices of
the threshold: 2065, 1000, and 500 KeV, respectively. For the
higher threshold, which is just above the �-particles peak
�see Fig. 4�, only tritium ions can be detected, while in the
other two cases both tritium and �-particles are counted. In
particular, the lower threshold is chosen just above the ex-
perimental low-energy signal increase. In all cases, an Al
contact 100 nm thick is considered. The extremely limited
absorption of neutrons in the 6LiF layer is neglected, so that
a uniform neutron density along the 6LiF thickness is con-
sidered.

For the lower threshold values, the counting sensitivity
monotonically increases with the 6LiF-layer thickness up to
the maximum value considered in the simulation �20 �m�.
For the 2065 KeV threshold value, on the contrary, the
counting sensitivity curve saturates for 6LiF-layer thickness
higher than about 10 �m. Indeed, the 10 �m length is the
distance needed for the tritium ions to reduce their energy
down to about 2.1 MeV so that tritium ions generated at
distances higher than 10 �m are not counted above this
threshold. For this reason, any further increase in thickness
could not add tritium ion counts, and a saturation of the
counting sensitivity is observed.

For the 500 and 1000 keV thresholds no saturation is
observed, the distance needed to reduce the tritium energy
below the threshold levels being larger than the maximum
thickness �20 �m� considered in the simulation. In Fig. 6�b�,
the sensitivity curve for the threshold value of 500 keV is
decomposed into the contributions due to �-particles and tri-
tium ions. In this case, the �-particles contribution flattens

FIG. 4. PHA experimental spectra �full lines� under thermal neutron irradia-
tion for three different 6LiF-layer thicknesses as compared with numerical
simulations �dashed lines�.

FIG. 5. Simulation of the FWHM of the � and tritium peaks as a function of
the 6LiF-layer thickness.
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out when the 6LiF layer becomes thicker than 4 �m. In fact,
this is approximately the penetration depth of �-particles in
6LiF, so that counts from �-particles generated at a distance
larger than 4 �m are lost in the LiF layer. On the other hand,
the tritium ions contribution increases steadily up to at least
20 �m, as does the total sensitivity.

C. Fast neutrons

High-energy neutrons have a great penetration depth.
The presence of the 6LiF layer has no effect on fast neutrons,
which easily go across it and the active diamond layer too
�the mean free path of 14.8 MeV neutrons in diamond is
about 3.8 cm�.

The expected PHA spectra were simulated according to
the following procedure. The stopping power curve of
�-particles and 9Be ions in diamond was approximated to
Eq. �4� using the same procedure previously reported. Monte
Carlo simulations were then performed by generating homo-
geneously inside the diamond layer �-particle and 9Be ions
emission points. The distribution of the emission angle of the
�-particle is chosen according to the differential cross sec-
tion of the reaction 12C�n ,�0�9Be reported in Ref. 10, while
the emission angle of the corresponding 9Be ions and the
energy of both �-particle and 9Be ions are calculated from

the kinematic of the reaction. For each reaction, the energy
released in the sensitive diamond layer by both �-particles
and 9Be ions is finally calculated.

An interesting feature of fast neutron collection is the
well-defined peak visible in Fig. 2 at about 9.1 MeV. The
width of this peak is the same as that of the FNG neutron
beam energy spread �about 0.5 MeV�. In principle, a signifi-
cant broadening of this peak would be expected at first
glance since the detector thickness �25 �m� is comparable
with the penetration depth of the 12C�n ,��9Be reaction prod-
ucts in diamond, i.e., from 3 to 30 �m for �-particles and
from 0.5 to 6 �m for Be ions, depending on their energy,
which is related to the angle of generation. It turns out, there-
fore, that a significant part of the �-particles and 9Be ions
does not lose all its energy inside the active layer, and this
should induce a large peak broadening. However, the distri-
bution of the energy released by these �-particles and Be
ions inside the detector turns out to be rather flat below the
9.1 MeV peak. A decrease in the detector thickness has the
effect of removing some counts from the 9.1 MeV peak and
distributing them almost uniformly in the lower energy back-
ground, therefore causing no noticeable broadening.

The effect of this process is visualized in Fig. 7, where
the simulated spectrum calculated for monochromatic 14.8
MeV neutrons is convoluted with a 0.5 MeV FWHM Gauss-
ian function representing the energy spread of the beam. The
result of the convolution, plotted in Fig. 7 for several values
of the detector thickness, is a peak at 9.1 MeV, 0.5 MeV
wide, with an almost flat low-energy background. The only
effect of reducing the detector thickness is a gradual decrease
of the peak height and a corresponding moderate increase of
the background level. Only for very thin detectors are the
peak and background levels comparable. Therefore, good en-
ergy resolution in the detection of highly penetrating neu-
trons can be obtained with our detectors even for very low
thickness values, with a great advantage in terms of fabrica-
tion cost. On the other hand, the higher the detector thick-
ness, the higher its sensitivity. This is due to both the higher
number of reactions occurring in thicker samples and to

FIG. 6. Simulated counting sensitivity under thermal irradiation as a func-
tion of the 6LiF thickness �a� for three different thresholds: 500, 1000, and
2065 keV, respectively. In �b�, the sensitivity for the 500 keV threshold is
decomposed in the � and tritium contributions.

FIG. 7. Simulated PHA spectra under 14.8 MeV neutron irradiation relative
to the 12C�n ,�0�9Be peak for different intrinsic diamond thicknesses: 3.3, 8,
20, and 50 �m, respectively. In the inset, the spectra normalized to the peak
amplitude are reported.
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boundary effects limiting the complete collection of the re-
action products in thin samples. To better analyze this aspect,
we define the peak efficiency as the ratio between the
counted Be+� particles inside the 9.1 MeV 12C�n ,��9Be
peak and the number of 12C�n ,��9Be reactions. The count-
ing sensitivity per unit area can be derived easily from the
peak efficiency by multiplying it by the cross section of the
12C�n ,��9Be reaction, the detector thickness, and the 12C
atomic concentration.

In Fig. 8, a simulation of the peak efficiency as a func-
tion of the active diamond layer thickness is reported. The
lower curve �full line� is the simulation for the 0° incidence
angle of the neutron beam with respect to the detector sur-
face normal �i.e., the neutron beam perpendicular to the
sample surface�; the upper curve �dashed line� is for the 90°
incidence angle.

In both cases, optimal collection takes place only for
thickness much higher than the penetration depths of the
reaction products. It is also evident from Fig. 8 that the cal-
culated peak efficiency is always higher in the case of 90°
incidence angle. This is due to the kinematics of the reaction,
which produces more energetic reaction products toward the
irradiation direction. These more penetrating ions can easily
escape from the opposite side of the detector reducing the
peak efficiency when the detector is set at 0°.

A comparison with experimental data acquired with four
different detectors �25, 53, 74, and 104 �m thick, respec-
tively� irradiated both in the 0° direction �full circle� and in
the 90° direction �open circles� is also reported in Fig. 8. The
measured peak efficiencies were extracted from the experi-
mental PHA spectra by calculating the ratio between the
counts in the 12C�n ,��9Be peak and the number of

12C�n ,��9Be reactions, where the latter is given by the total
count number multiplied by the cross section of the
12C�n ,��9Be reaction �72 mb� and divided by the total cross
section of 14.8 MeV neutrons in carbon �1.2 b�.

The obtained experimental points are in good agreement
with the simulation results, demonstrating that this analysis
allows to calculate in advance the detector behavior for any
diamond layer thickness.

IV. CONCLUSION

We have presented a detailed study of the physics under-
neath the working principles of a detector capable of simul-
taneously detecting thermal and fast neutrons. The detectors
are fabricated from CVD single-crystal diamond films using
a p-type/intrinsic/metal configuration. Fast neutrons are de-
tected directly in the bulk of the detector through the
12C�n ,��9Be reaction, while thermal ones are detected
through the 6Li�n ,��T reaction taking place in a thin 6LiF
deposited on top of the detector. An analysis of the nuclear
reaction kinematics allows us to calculate the resolution and
sensitivity of the detector for both fast and thermal neutrons,
given the thickness of the diamond detector and of the 6LiF
layer. The results show that good resolution for thermal neu-
trons requires thin 6LiF layers, in a trade-off with detection
sensitivity. On the other hand, sensitivity and energy reso-
lution for fast neutrons increase with the detector thickness,
in a trade-off with cost. Surprisingly, however, good reso-
lution is obtained even when the detector thickness is lower
than the range of the �-particles detected.

These results are in good agreement with experimental
data, showing that this analysis allows us to calculate in ad-
vance the best choice of detector and 6LiF-layer thickness for
any given application.
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